
ELECTRICAL METERS

“Globe” Brand, Grade A , Student Meters with good quality, moving coil. Each meter features a zero-
adjust calibration and overload protection combine with a large 75 mm scale, easy to read with an accu-
racy of +/- 2% at f.s.d. Size : 100 x 135 x 85 mm high. Plastic bases are colour coded. All in  grey plastic cases.

PA-1C

PA-1-1C

PA-1-1-1C

PA-2C
PA-3C
PA-3-1C
PA-4C

PA-4-1C

Voltmeter, triple range : 0-3V/15V/300V DC,
in 0.1V/ 0.5V/10V.
Voltmeter, triple range : 0-3V/10V/15V. DC,
in 0.1V/  0.2V/0.5V
Voltmeter, triple range : 0-3V/15V/30V DC,
in 0.1V/1V/1V
Voltmeter, range : 0-3V. in 0.1V. DC.
Voltmeter, range : 0-5V. in 0.1V. DC.
Voltmeter, range : 0-10V. in 0.2V. DC.
Voltmeter, double range: 0.5V/0-15V. DC.
in 0.1V/0.3V.
Voltmeter, range : 0-15V DC in 0.3V

Voltmeters (Grade A)

 “Grade A” Voltmeter (grey color case)

“Grade A” Ammeter (grey color case)

PA-5C

PA-6C

PA-7C
PA-8C
PA-9C
PA-10C
PA-11C
PA-11-1C
PA-11-2C
PA-11-3C
PA-11-4C
PA-12C
PA-13C

Ammeter, triple range : 0-50mA/500mA/5A,
in 1mA/10mA/100mA, DC.
Ammeter, double range : 0-1A/0-5A in
20 mA/100mA, DC.
Ammeter, 0-1A. in 20mA. DC.
Ammeter, 0-3A. in 100mA. DC
Ammeter, 0-5A. in 100mA. DC
Ammeter, 0-10A. in 200mA. DC
Milliammeter, 0-̀ `̀ `̀ `̀ 1̀00mA in 2 mA. DC
Milliameter, 0-1 MA in 0.02mA. DC
Milliameter, 0-200mA in 4mA. DC.
Milliameter, 0-500 mA. in 10mA, DC.
Milliameter, 0-10 mA. in 0.2mA, DC.
Microammeter, -20 to 100uA. in 2uA. DC
Microameter, 0-500uA in 10uA. DC

Ammeters (Grade A)

 “Grade A” Galvanometer (Grey color case)

PA-14C

PA-14-1C

PA-14-2C

Sensitive Galvanometer, -35mV/+35mV,
in 1 mV. DC.
Sensitive Galvanometer, -500uA/0/
+500uA +/- 20uA
Sensitive Galvanometer, -50uA/0/+50uA.
+/- 2uA

Galvanometers (Grade A)
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